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1. Overview

ARGOX Linux printer driver is based on CUPS printing system for Linux. All the device
communications are handled by CUPS (backend). The raster filter converts the CUPS raster
graphic into PPLA, PPLB or PPLZ which the printer can understand. For example, if user prints a
label, the raster filter converts the graphic into PPLA, PPLB or PPLZ command which will be send
to the printer together with the printer options.

1.1. System Requirement

The minimum system requirements are listed as below:
® |BM-compatible PC (CPU architecture: x86 or x86_64)
® Supported Linux distributions:

Ubuntu 11.10 ~ 20.10

Fedora 16 ~ 34

openSUSE 11.4 ~ Leap 15.3

Red Hat Enterprise Linux Server 7.2 ~ 8.4
CentOS 7~ 8

HiAn B 6 (NeoKylin 6)

HRZ i 6 (Red Flag Linux 6)
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® CUPS printing system for Linux (1.5 ~ 2.3.3)
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2. Install / Uninstall Driver
2.1. Kylin Printer Driver

2.1.1. Install Driver

ARGOX Kylin printer driver is in deb package format. Right clicking to the driver deb package file
with mouse to open the pop-up menu and select "Use Kylin package installer (See [Figure 2.A]) to
open" to open the Kylin package installer (See [Figure 2.B]).

Click on "One Click Install" button to install the printer driver. See [Figure 2.C] and [Figure 2.D].
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The Ul of the package installer and the installation procedure are controlled by Kylin OS, they are
not controlled by ARGOX Kylin printer driver.



2.1.2. Uninstall Driver

Due to there is no uninstall function in the package installer, it is necessary to use command line in
terminal to uninstall the driver package.
Input the following command line in terminal window.

$ sudo apt remove argox-kylin-printer-driver

Input "y" during uninstalling processing to finish it. See [Figure 2.1.2.A].
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2.2. UOS Printer Driver

2.2.1. Install Driver

ARGOX UOS printer driver is in deb package format. Double click the driver deb package file with
mouse to open the package installer (See [Figure 2.2.1.A)).
Click on "Install" button to install the printer driver.
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Input password then press "Confirm" to go to next step. See [Figure 2.2.1.B] and [Figure 2.2.1.C].
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Click "Done" to finish the driver installation process. See [Figure 2.2.1.D].
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The Ul of the package installer and the installation/un-installation procedure are controlled by UOS
OS, they are not controlled by ARGOX UQOS printer driver.



3.2.2. Uninstall Driver

Double click the driver deb package file with mouse to open the package installer (See [Figure
3.2.2.A)). Click on "Remove" button to remove the installed printer driver.
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Click on "Confirm" button to go to next step. See [Figure 2.2.2.B].

3 = - X

Are you sure you want to uninstall argox-uos-printer-driver?
All dependencies will also be removed

|
Cancel 1 Confirm
b o o mm - - - ll\

[Figure 2.2.2.B]




Input password then press "Confirm" to go to next step. See [Figure 2.2.2.C] and [Figure 2.2.2.D].
O X

Install or remove packages

stanley v

( 00000000000 X J a
1 T~

[Figure 2.2.2.C]

Y
I
|

O Name: argox-uos-printer-driver
LUl Version: 1.7.0-1

Show details
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Click "Done" to finish the driver un-installation process. See [Figure 2.2.2.E].
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The driver package can also be uninstalled by command line.
Input the following command line in terminal window.
$ sudo apt remove argox-uos-printer-driver

Input "y" during uninstalling processing to finish it. See [Figure 2.2.2.F].
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2.3. Other Linux Printer Driver

Please refer to the following section to install printer driver in Ubuntu, Fedora, openSUSE or other
supported Linux OSs.

2.3.1. Install Driver

To install driver, please extract the driver package to the temporarily folder, for example:

LinuxDriver.

Then switch into the LinuxDriver folder and input the following command line in terminal window.
$ sudo bash .Jinstall

2.3.2. Uninstall Driver

To uninstall driver, please switch into the temporarily folder you created when you install the driver
and input the following command line in terminal window.
$ sudo bash ./uninstall

If the temporarily folder does not exist, you can extract the driver package to the temporarily folder,
for example: LinuxDriver.
Then switch into the LinuxDriver folder and input the following command line in terminal window.

$ sudo bash ./uninstall



3. Add Printer
3.1. Add Printer via USB Port

The procedures for installing printer in Ubuntu 14.04 LTS via USB port are as following. To install
printer in Fedora Linux, please check the Fedora Linux web site.

A. Connect the printer with USB cable or other supported cable to PC and make sure the printer is
powered on and in Ready status.

B. Click the System Settings button on the tool bar to open the System Settings dialog.
See [Figure 3.1.A].

[Figure 3.1.A]

C. Click "Printers" button in System Settings dialog to open Printers dialog. See [Figure 3.1.B].
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D. In Printers dialog, click "Add" button to open New Printer dialog. See [Figure 3.1.C].
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[Figure 3.1.C]

E. In New Printer dialog, select the printer name of the connected printer under "Devices" list then
click "Forward" button. See [Figure 3.1.D].
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F. In Choose Driver dialog, select "Select printer from database" then select "ARGOX" in the Makes
list and click "Forward" button. See [Figure 3.1.E].

Choose Driver

© select printer from database .
() Provide PPD file \

() search for a printer driver to download

The Foomatic printer database contains various manufacturer provided PostScript
Printer Description (PPD) files and also can generate PPD files For a large number of (non
PostsScript) printers. But in general manufacturer provided PPD files provide better
access to the specific features of the printer.
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G. Select model name of the printer in "Models" list and select the driver name in "Drivers" list then
click "Forward" button. See [Figure 3.1.F].
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H. In Describe Printer dialog, we can input the printer name, description and location of the printer.
Click "Apply" button to go the next step. See [Figure 3.1.G].
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[Figure 3.1.G]
I. After a while, the print test page confirmation dialog will be displayed. See [Figure 3.1.H].
We click "Cancel" button to cancel the print test page process; we also can click "Print Test Page"
button to print a test page.

0 Would you like to print a test page?

| Cancel | | Print Test Page

[Figure 3.1.H]

J. In Printer Properties dialog, we can change the settings of the printer driver, we also can view the
printer status and print a test page. See [Figure 3.1.1].
Click "OK" button in Printer Properties dialog to finish the install printer procedure.



Printer Properties - 'ARGOX-X-2300—-PPLZ-203dpi' on localhost
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[Figure 3.1.1]



3.2. Add Printer via Network Port

The procedures for installing printer in Ubuntu 14.04 LTS via network port are as following. To
install printer in Fedora Linux, please check the Fedora Linux web site.

A. Connect the printer with network cable to PC and make sure the printer is powered on and in

Ready status.
B. Click the System Settings button on the tool bar to open the System Settings dialog.

See [Figure 3.2.A].

[Figure 3.2.A]

C. Click "Printers" button in System Settings dialog to open Printers dialog. See [Figure 3.2.B].
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D. In Printers dialog, click "Add" button to open New Printer dialog. See [Figure 3.2.C].
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[Figure 3.2.C]

E. In New Printer dialog, select "LPD/LPR Host or Printer" in "Select Device" field. Input host IP
address and queue name in "Location of the LPD network printer" field and click "Forward"
button. See [Figure 3.2.D]. The queue name can be specified by user.
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F. In Choose Driver dialog, select "Select printer from database" then select "ARGOX" in the Makes
list and click "Forward" button. See [Figure 3.2.E].
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Printer Description (PPD) files and also can generate PPD files For a large number of (non
PostsScript) printers. But in general manufacturer provided PPD files provide better
access to the specific features of the printer.
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[Figure 3.2.E]
G. Select model name of the printer in "Models" list and select the driver name in "Drivers" list then
click "Forward" button. See [Figure 3.2.F].
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H. In Describe Printer dialog, we can input the printer name, description and location of the printer.
Click "Apply" button to go the next step. See [Figure 3.2.G].

Describe Printer

Printer Name
Short name for this printer such as "laserjet"

i| ARGOX-CP-3140E-PPLA ;
T T T T T T T T T T T T T T e T T T T T T T T e e T e e e e -
Description (optional) \

Human-readable description such as "HP LaserJet with Duplexer"”

Back Cancel Apply -‘\

[Figure 3.2.G]
I. After a while, the print test page confirmation dialog will be displayed. See [Figure 3.2.H].
We click "Cancel" button to cancel the print test page process; we also can click "Print Test Page"
button to print a test page.

0 Would you like to print a test page?

| Cancel | | Print Test Page

[Figure 3.2.H]

J. In Printer Properties dialog, we can change the settings of the printer driver, we also can view the
printer status and print a test page. See [Figure 3.2.1].
Click "OK" button in Printer Properties dialog to finish the install printer procedure.



Printer Properties - 'ARGOX-CP-3140E-PPLA' on localhost
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